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All the machines are complete with test certificate according to PED Directive 2014/68/UE. 
 

RECOVERY SANDBLASTERS “BETA” and “MINIBETA” Models 
 

Practical, economical, designed to carry out sandblasting jobs in the absence of dust. 
The electric abrasive recovery device coupled to the pneumatic pressure sandblasting system allows 
to obtain an excellent yield and a low consumption of compressed air. 
Suitable for written decorations on surfaces in glass, marble, ceramics, plastic materials and for the 
preparation of metals for painting and paint stripping in general, welding recovery. 

 
Model BETA 
Dimensions (mm) 640 x 600 x H 1600 
Weight (kg) 79 
Power (kW) 1,1 
Tension 240V – 50 Hz 
Compressed air (l/min) min. 700, pressione 4 bar 

max 1200, pressione 8 bar 
Tank capacità (l) 25 
Nozzle diameter (mm) 4 
Lance length (m) 5 
Recommended abrasives Glass beads, corundum, 

ground walnut shell, garnet 
Recover operation electric 

 
 
 
 
 
 
 

Model MINIBETA 
Dimensions (mm) 300 x 400 x H 1260 
Weight (kg) 50 
Power (kW) 1,1 
Tension 240V – 50 Hz 
Compressed air (l/min) min. 525, at 4 bar pressure 

max 1100, at 8 bar pressure 
Tank capacity (l) 15 
Nozzle diameter (mm) 4 
Lance length (m) 3 
Recommended abrasives Glass beads, corundum, 

ground walnut shell 
Recover operation electric 
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CLOSED CIRCUIT SANDBLASTER “DELTA” Model 
 

The "Delta" sandblaster has all the characteristics of the Beta 
sandblaster, even if its suction system allows it to operate at a distance 
of 15m and to have an always selected abrasive, and a greater 
autonomy provided by the wider abrasive and exhausted dust tanks. 
 

Model DELTA 
Dimensions (mm) 1100 x 500 x H 1530 
Weight (kg) 150 
Power (kW) 2,4 
Tension 240V – 50 Hz 
Compressed air (l/min) 1154, pressione 7 bar 
Tank capacità (l) 25 
Nozzle diameter (mm) 4 
Lance length (m) 5 
Recommended abrasives Glass microspheres, 

corundum, ground walnut shell, 
garnet 

Recover operation electric 
 

 
 
 
 

SANDBLASTER WITH PNEUMATIC RECOVERY “MISTRAL” Model 
 

Designed to carry out sandblasting operations in the absence of dust, 
the machine, equipped with flat brushes, is suitable for the treatment 
of very large flat surfaces, such as floors of sheds, decks of naval units, 
roofs of large tanks, welding on pipeline joints and large workparts that 
need to be treated on site. 
 
The sandblaster is complete with: 

− pressure tank 
− sandblasting head with immediate recovery of the abrasive 
− abrasive classifier 
− pneumatic suction ejector unit 
− cartridge filter with self-cleaning system 
− sandblasting and suction ducts, 10m standard length 

 
 

Model MISTRAL 
Dimensions (mm) 1500 x 730 x H 1800 
Weight (kg) 470 
Compressed air (l/min) 8000, at 7 bar pressure 
Tank capacity (l) 80 
Nozzle diameter (mm) 6,5 
Lance length (m) 10 
Recover operation pneumatic 
Production rate 

• on steel sheet 
• on concrete 

 
4 ÷ 6 m²/h, grade SA2,5 
10 ÷ 12 m²/h 
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ELECTROPNEUMATIC RECOVERY SANDBLASTER 
“MISTRAL EP” Model 

 
This machine is the electro-pneumatic version of the MISTRAL model, and is suitable for the same types of use. 
However, the electric power supply combined with the pneumatic one, allow the use of the sandblaster when a 
high flow rate of compressed air can be available. 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The sandblaster is complete with: 
− pressure tank 
− sandblasting head with immediate recovery of 

the abrasive 
− abrasive classifier 
− cartridge filter with self-cleaning system 
− sandblasting and suction ducts, 10m standard 

length 
− vacuum electric pump unit 
− sandblasting and suction ducts, 10m standard 

length 
 

Model MISTRAL EP 
Dimensions (mm) 2000 x 730 x H 1900 
Weight (kg) 1000 
Compressed air (l/min) 3500, at 7 bar pressure 
Power (kW) 7,5 
Tension 400V – 50 Hz 
Tank capacity (l) 80 
Nozzle diameter (mm) 6,5 
Lancia length (m) 10 
Funzionamento recupero pneumatico 
Production rate: 

• on steel sheet 
• on concrete 

 
4 ÷ 6 m²/h, grade SA2,5 
10 ÷ 12 m²/h 
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